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industrial refrigeration

PLURIPANEL è dotata di un impianto di produzione situato nel 
cuore della Toscana. L’azienda è leader nel settore della rea-
lizzazione e commercializzazione di pannelli isolanti di varie 
tipologie e finiture, che permette una versatilità nell’utilizzo del 
prodotto per tutte quelle applicazioni che richiedono resisten-
za, funzionalità e design.   

PLURIPANEL produce inoltre Porte Frigo, Portoni Industriali, 
Celle Frigo Commerciali,profilati ed accessori, consentendo 
così di soddisfare molteplici esigenze operative in svariati set-
tori, quali:

- Refrigerazione e Surgelazione Industriale
- Laboratori per industria alimentare
- Camere Bianche per industria farmaceutica 
- Camere Bianche per microelettronica
- Coperture e Pareti per capannoni Industriali
- Divisori e controsoffitti per settore ospedaliero
- Compartimentazioni per uffici e attività commerciali

Dal punto di vista organizzativo, PLURIPANEL è in grado di se-
guire l’intera evoluzione di un progetto, dalle fasi iniziali di stu-
dio fino alla consegna del lavoro chiavi in mano, occupandosi 
direttamente della posa in opera dei prodotti che realizza. Per 
offrire un servizio sempre più personalizzato e curato nel mini-
mo dettaglio, rivolgiamo una particolare attenzione alle fasi di 
montaggio e installazione dei prodotti per mezzo di personale 
interno altamente qualificato e specializzato.

L’innovazione tecnologica è il nostro obiettivo e abbiamo rag-
giunto significativi risultati con l’introduzione della schiuma 
PIR nel nostro processo produttivo e con l’ottenimento delle 
certificazioni B-s1,d0 B-s2,d0 ed EI.

Scoprici su : www.pluripanel.com 

PLURIPANEL - ADVANCED QUALITY

PLURIPANEL is characterized by a manufacturing facility loca-
ted in the heart of Tuscany. The company is a business leader 
in the creation and sale of insulation panels of various types 
and finishes, allowing versatility in the use of the product for all 
the applications requiring resistance, functionality and design.

PLURIPANEL also produces Refrigerator Doors, Industrial Do-
ors, Commercial Cold Room, Profiles and Accessories, ena-
bling you to meet multiple operational requirements in various 
sectors, such as:

- Industrial Freezing and Refrigeration
- Food industry Laboratories
- Clean rooms for the pharmaceutical 
- Clean rooms for the microelectronics industry
- Roofs and walls for industrial buildings
- Partitions and ceilings for the hospital sector
- Compartments for offices and commercial activities

From an organizational point of view, PLURIPANEL is able to 
follow the entire evolution of a project, from the initial analysis 
stage until the delivery of the work, by dealing directly with the 
installation of the manufactured products. In order to offer an 
even more personalized service and attention to details, we 
take a special care of the assembling and installation of the 
products through our highly qualified team of specialists.

Our mission is technological innovation. We have already 
achieved significant results thanks to the introduction of PIR 
foam in our production process and the achivement of the cer-
tifications  B-s1,d0 B-s2,d0 and EI.

Pluripanel is in continuous development and innovation. 
Discover more on: www.pluripanel.com

PLURIPANEL - ADVANCED QUALITY
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I Pannelli PLURIPANEL possono essere forniti con certificazione B-
s2,d0 e B-s1,d0 dove s1 indica la quasi totale assenza di fumo. 
La classificazione B-s1,d0 è la massima certificazione ottenibile 
per un prodotto in acciaio e anima isolante. 

Inoltre, la maggior sicurezza dei pannelli PLURIPANEL in schiuma 
PIR è garantita anche dalla certificazione EI che attesta la loro resi-
stenza al fuoco secondo la UNI EN 1363-1.

Pluripanel’s panels offering can be provided with certification B-
s2,d0 and B-s1,d0 (s1 stands for the almost total absence of 
smoke). The certification B-s1,d0 is the highest level of classifica-
tion for a polyurethane panel.

In addition, the increased safety of PLURIPANEL’s panels in PIR is 
also guaranted by EI certification, certifying their resistance to fire in 
compliance with the UNI EN 1363-1 standard.

PLURIPANEL srl
Loc. Borgo Santa Rita 3058044 - Cinigiano - GR - ITALY
Tel. +39 0564 9031
Fax. +39 0564 902041 - 903227
pluripanel@pluripanel.com

pluripanel.com

DECLARATION OF CONFORMITY

Manufacturer : PLURIPANEL SRL
Address : Loc. Borgo S.Rita, 30 - 58044 Cinigiano - GR - ITALY
Unique identification code of the product-type:Product name: POLAR DL4 

External Facing (EN 10346) : STEEL S250GD sp. 0,5 mm nominal, tolerance according UNI EN 10143 Internal Facing (EN 10346) : STEEL S250GD sp. 0,5 mm nominal, tolerance according UNI EN 10143Coating : PS Sp. 25 µ m 
Insulation : PUR Foam 
Thickness : 180 mm
Intended use : Metal faced insulating panel for use in buildings for WALLS/ CEILINGS
System of assessment and verification of constancy of performance of the construction product : SYSTEM 3Harmonised standard : EN 14509:2013

Declared performances: 
Density : 40 ± 2 Kg/m 3 
Mass : 15,2 Kg/m 2 
Thermal transmittance : 0,12 W/m 2 K 

                                                                                                                                								       	    
    

PLURIPANEL srl

Loc. Borgo Santa Rita 30

58044 - Cinigiano - GR - ITALY

Tel. +39 0564 9031

Fax. +39 0564 902041 - 903227

pluripanel@pluripanel.com

pluripanel.com

Technical Manager

Tensile strength: 	
0,07 MPa

Shear strength:	
0,08 MPa

Shear modulus (core):	
2,12 MPa

Compressive strength (core):	
0,11 MPa

Bending resistence in the span:

+ve bending	
15,30 KNm/m

+ve bending, elevated temperature	 14,53 KNm/m

-ve bending	
12,50 KNm/m

-ve bending, elevated temperature	 11,87 KNm/m                                       
                                       

                                       
        

Bending resistence at an internal support:

+ve bending	
14,60 KNm/m

+ve bending, elevated temperature	 13,87 KNm/m

-ve bending	
8,90 KNm/m

-ve bending, elevated temperature	 8,45 KNm/m        				  

Wrinkling stress (external face):

- in span	
160 MPa

- in span, elevated temperature	 152 MPa

- at central support	
89 MPa

- at central support, elevated temperature	 84 MPa

Wrinkling stress (internal face):

- in span	
121 MPa

- at central support	
92 MPa

Reaction to fire:	
B-s2, d0				      

External Fire performance:	N
PD

 Water permeability: 	
Impermeable

Water vapour permeability: 	
Impermeable

Durability: 	
PASS

 
Air permeability: 	N

PD

Airborne sound insulation: 	N
PD 

The performance of the product identified above is in conformity with the set of declared performances.

This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole 

responsibility of the manufacturer identified above.

   

COMPORTAMENTO AL FUOCO		  A - B - C - D - E - F
Fire Behaviour

SVILUPPO DI FUMO	 s1 - s2 - s3
Smoke production

PARTI INFIAMMATE	 d0 - d1 - d2
Flaming droplets

A1	 +++++	 Incombustibile / Fireproof Nessun test necessario / Not test needed Nessun test necessario / Not test needed

A2	 +++++	 Incombustibile / Fireproof

B	 ++++	 Materiali combustibili non infiammabili

			   Non-Flammable combustible materials

C	 +++

D	 ++

E	 +

s1	 Quasi assenti / Almost total absence

s2	 Leggera opacità / Slight opacity

s3	 Opachi / Opaque

d0	 Nessun gocciolamento in 10 minuti
	 No dripping in 10 minutes

d1	 Leggero gocciolamento di materiale 
	 incandescente in meno di 10 minuti
	 Slight dripping of incandescent material 
	 below 10 minutes

d2	 no d0; no d1

Nessun test / No test Nessuna indicazione o d2 / No indication or d2

F	 -	 Materiali facilmente infiammabili / Materials easily flammable

Le classi A2, B, C e D prevedono anche indicazioni sul rilascio di fumi e il gocciolamento di materiale incandescente. La classe E può apparire con l’indicazione d2
The classes A2, B, C and D also provide indications on the release of smokes and the incandescent material dripping. The class E may appears indicating d2.

Materiali combustibili non facilmente infiammabili

Combustible materials not easily flammable



7

CERTIFICATI DI REAZIONE E RESISTENZA AL FUOCO - FIRE RESISTANCE AND REACTION CERTIFICATIONS

WALL CLASSIC WALL FIX / DESIGN POLAR SL POLAR DL 2/4 COVER TILE PLURI COVER

Sp.  20
Sp.  25
Sp.  30 B-s2, d0 B-s2, d0 - B ROOF (CWFT)

Sp.  40 B-s2, d0 B-s2, d0 B-s2, d0 - B ROOF (CWFT)

Sp.  50 B-s2, d0 B-s2, d0 B-s1, d0 B-s2, d0 - B ROOF (CWFT)

Sp.  60 B-s2, d0 B-s2, d0 B-s2, d0 - B ROOF (CWFT)

Sp.  80 B-s2, d0 B-s2, d0 B-s2, d0 B-s2, d0 - B ROOF (CWFT)

Sp.  100 B-s2, d0 B-s2, d0 B-s1, d0 - B-s2, d0
EI30**

B-s2, d0 - REI30** 
B ROOF (CWFT)

Sp.  120 B-s2, d0 B-s2, d0 B-s1, d0 - B-s2, d0
EI30**

B-s2, d0 - REI30** 
B ROOF (CWFT)

Sp.  150 B-s2, d0
B-s2, d0

B-s1, d0 - EI30**
B-s1, d0 - B-s2, d0

EI30**
B-s2, d0 - REI30** 

B ROOF (CWFT)

Sp.  180 B-s1, d0 - B-s2, d0
EI30**

Sp.  200 B-s1, d0 - B-s2, d0
EI30** - EI60**

Sp.  220 B-s1, d0 - B-s2, d0
EI30** - EI60**

Sp.  240 B-s1, d0 - B-s2, d0
EI30** - EI60**

Isolante:

Pannelli in POLIISOCIANURATO (PIR)
Realizzato in poliisocianurato esente da CFC e da HCFC, Densità 40 ± 2 kg/m3, celle 
chiuse 95-98%. 
Coefficiente di conduttività termica  a 10°C (UNI EN 12667): 0,020-0,023 W/mK.
Reazione al fuoco (UNI EN 13823:2010, UNI EN 13501-1:2009)  B-s2,d0, B-s1,d0.

Pannelli in Poliuretano (PUR)
Realizzato in resine poliuretaniche (P.U.R.) esenti da CFC e HCFC densità 40 ± 2 kg/m3, 
celle chiuse 95-98%. 
Coefficiente di conduttività termica  a 10°C (UNI EN 12667): 0,020-0,023 W/mK.
Reazione al fuoco (UNI EN 13823:2010, UNI EN 13501-1:2009)  B-s2,d0

SUPPORTI DISPONIBILI:
Acciaio zincato preverniciato, PVDF, plastisol, plastificato, alluminio e acciaio inox naturale 
o preverniciato, rame, aluzink. 

*Gli spessori citati nel presente catalogo si intendono sempre nominali

INSULATING CORE:

POLYISOCYANURATE Panels (PIR)
Made from CFC and HCFC-free polyisocyanurate (P.I.R.), Normal density 40 ±  2 kg/m3

 closed cells 95-98%.
Thermal conductivity coefficient at 10°C (UNI EN 12667): 0.020-0.023 W/mk
Reaction to fire (UNI EN 13823:2010, UNI EN 13501-1:2009)  B-s2,d0.

Polyurethane Panels (PUR)
Made from CFC and HCFC-free polyurethane (P.U.R.), density: 40 ± 2 kg/m3,  

closed cells 95-98%.
Thermal conductivity coefficient at 10°C (UNI EN 12667): 0.020-0.023 W/mk
Reaction to fire (UNI EN 13823:2010, UNI EN 13501-1:2009)  B-s2,d0.

AVAILABLE SUPPORTS:
Galvanized pre-painted steel, plastisol or plastic-coated steel, natural or pre-painted aluminium; 
pre-painted or plain stainless steel, copper, aluzink.  

*All thicknesses are nominal

** Valori per pannelli con rivestimenti in Acciaio/Acciaio preverniciato con spessore minimo 0,50 mm



8

WALL PANELS

PLURI WALL 

Pannello coibentato per pareti e soffitti con giunti di forma leg-
germente conica per facilitare la perfetta chiusura degli incas-
tri durante la posa. Una speciale guarnizione di tenuta, rende 
WALL CLASSIC ideale per tutte quelle applicazioni che richie-
dono resistenza e funzionalità.

Insulated panel for walls and ceiling, joints with a slightly conical 
shape to facilitate the perfect seal of the coupling during the 
installation. A special gasket seal makes WALL CLASSIC the 
perfect solution for all the application that require resistance and 
high functionality.

DOGATO
PROFILED

DOGHE LARGHE
LARGE PROFILED

LISCIO
FLAT

MICRONERVATO
MICRO-RIBBED

1000

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo all’Allegato E della Norma UNI 
EN 14509. Azione del vento sulla faccia esterna, gradiente termico ΔT =0, colori chiari e limite frec-
cia normale 1/100. I dati riportati nelle tabelle sono da ritenersi indicativi, salvo errori od omissioni 
di stampa. Per i dati aggiornati fare riferimento al sito web www.pluripanel.com Resta a carico del 
progettista la verifica dei valori in funzione delle singole applicazioni. Per quanto non specificato fare 
riferimento alle norme AIPPEG (www.aippeg.it)
 
The effective with support 100 mm. the calculation was made according to the annex E of the uni norm 
14509. Action of the wind on the outer face, thermal gradient ∆T=0, clear colors and normal arrow 
1/100. The specified values in this table to be considered as an indication exept error or print missing. 
For further update please visit our internet site www.pluripanel.com it’s up to the project manager to 
verify all the elements not specified for all the applications. You also must refer to AIPPEG standards 
(www.aippeg.it).

WALL 
CLASSIC

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance 

 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance 

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio/acciaio  

panels weight 
steel/steel

Sp. 0,50 - 0,50 mm 
(kg/m2)

25 0,87 0,75 9,33
30 0,73 0,64 9,53
35 0,63 0,56 9,72
40 0,56 0,49 9,92
50 0,45 0,40 10,31
60 0,38 0,33 10,70
80 0,28 0,25 11,48
100 0,23 0,20 12,26
120 0,19 0,17 13,04

Spessore Pannello  
Panel Thickness

mm 150 200 250 300 350 400 450 500 550 600
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

25 160 115 80 55
30 195 145 110 75 50
35 225 170 135 100 70 50
40 265 195 155 120 85 65 50
50 330 245 200 150 110 85 65 55
60 395 295 235 180 135 100 80 65 50
80 535 400 320 245 180 135 110 85 70 60
100 670 500 400 310 225 170 135 110 90 75
120 805 605 480 370 270 210 165 130 110 90

cm

ACCIAIO/ACCIAIO  steel / steel  (mm 0,50 - 0,50) 

303540506080100120

1000

25
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Pannello con fissaggio nascosto, può essere installato sia 
orizzontalmente che verticalmente, per la realizzazione di pareti 
dall’aspetto uniforme di particolare pregio architettonico.

Panel with hidden fixing, it can be installed either vertically or 
horizontally. The WALL FIX solution is ideal for the realization 
of uniform walls of aesthetic appearance and high architectural 
importance.

1000

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo all’Allegato E della Norma UNI EN 14509. Azione del vento sulla faccia esterna, gradiente termico ΔT 
=0, colori chiari e limite freccia normale 1/100. I dati riportati nelle tabelle sono da ritenersi indicativi, salvo errori od omissioni di stampa. Per i dati aggiornati fare riferimento 
al sito web www.pluripanel.com Resta a carico del progettista la verifica dei valori in funzione delle singole applicazioni. Per quanto non specificato fare riferimento alle norme 
AIPPEG (www.aippeg.it)
 
The effective with support 100 mm. the calculation was made according to the annex E of the uni norm 14509. Action of the wind on the outer face, thermal gradient ∆T=0, 
clear colors and normal arrow 1/100. The specified values in this table to be considered as an indication exept error or print missing. For further update please visit our internet 
site www.pluripanel.com it’s up to the project manager to verify all the elements not specified for all the applications. You also must refer to AIPPEG standards (www.aippeg.it).

WALL
FIX

405060100120150 80

1000

Spessore Pannello
Panel Thickness

mm 150 200 250 300 350 400 450 500 550 600
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

40 265 195 155 120 85 65 50
50 330 245 200 150 110 85 65 55
60 395 295 235 180 135 100 80 65 50
80 535 400 320 245 180 135 110 85 70 60
100 670 500 400 310 225 170 135 110 90 75
120 805 605 480 370 270 210 165 130 110 90
150 980 735 585 465 340 260 205 165 135 115

cm

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance

 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance 

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio/acciaio  

panels weight 
steel/steel 

Sp. 0,50 - 0,50 mm 
(kg/m2)

40 0,64 0,49 10,15
50 0,51 0,40 10,55
60 0,42 0,33 10,93
80 0,30 0,25 11,71

100 0,23 0,20 12,50
120 0,20 0,17 13,27
150 0,16 0,14 14,44

ACCIAIO/ACCIAIO  steel / steel  (mm 0,50 - 0,50) 

LISCIO
FLAT

MICRONERVATO
MICRO-RIBBED

DOGATO
PROFILED
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WALL PANELS

PLURI WALL 

Pannello producibile anche in minimi quantitativi, con colori e 
finiture speciali su richiesta del cliente. Elemento versatile che 
può essere realizzato utilizzando qualsiasi tipo di laminato, ideale 
quindi per la creazione di strutture particolarmente gradevoli dal 
punto di vista estetico e architettonico.

Panel that can be produced in low quantities, with special fea-
tures and colors customizable based on the client’s needs, a  
versatile element characteristic that can be created by using 
every type of laminate. Suitable for the realization of projects 
where a special attention to  creative appearance and architec-
tural structure is required.

590 / 1250

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo all’Allegato E della Norma UNI 
EN 14509. Azione del vento sulla faccia esterna, gradiente termico ΔT =0, colori chiari e limite frec-
cia normale 1/100. I dati riportati nelle tabelle sono da ritenersi indicativi, salvo errori od omissioni 
di stampa. Per i dati aggiornati fare riferimento al sito web www.pluripanel.com Resta a carico del 
progettista la verifica dei valori in funzione delle singole applicazioni. Per quanto non specificato fare 
riferimento alle norme AIPPEG (www.aippeg.it)
 
The effective with support 100 mm. the calculation was made according to the annex E of the uni norm 
14509. Action of the wind on the outer face, thermal gradient ∆T=0, clear colors and normal arrow 
1/100. The specified values in this table to be considered as an indication exept error or print missing. 
For further update please visit our internet site www.pluripanel.com it’s up to the project manager to 
verify all the elements not specified for all the applications. You also must refer to AIPPEG standards 
(www.aippeg.it).

WALL 
DESIGN

303540506080100120

590 / 1250

25

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo all’Allegato E della Norma UNI EN 14509. Azione del vento sulla faccia esterna, gradiente termico ΔT 
=0, colori chiari e limite freccia normale 1/100. I dati riportati nelle tabelle sono da ritenersi indicativi, salvo errori od omissioni di stampa. Per i dati aggiornati fare riferimento 
al sito web www.pluripanel.com Resta a carico del progettista la verifica dei valori in funzione delle singole applicazioni. Per quanto non specificato fare riferimento alle norme 
AIPPEG (www.aippeg.it)
 
The effective with support 100 mm. the calculation was made according to the annex E of the uni norm 14509. Action of the wind on the outer face, thermal gradient ∆T=0, 
clear colors and normal arrow 1/100. The specified values in this table to be considered as an indication exept error or print missing. For further update please visit our internet 
site www.pluripanel.com it’s up to the project manager to verify all the elements not specified for all the applications. You also must refer to AIPPEG standards (www.aippeg.it).

Spessore Pannello
Panel Thickness

mm 150 200 250 300 350 400 450 500 550 600
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

40 265 195 155 120 85 65 50
50 330 245 200 150 110 85 65 55
60 395 295 235 180 135 100 80 65 50
80 535 400 320 245 180 135 110 85 70 60
100 670 500 400 310 225 170 135 110 90 75
120 805 605 480 370 270 210 165 130 110 90
150 980 735 585 465 340 260 205 165 135 115

cm

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance

 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance 

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio/acciaio  

panels weight 
steel/steel 

Sp. 0,50 - 0,50 mm 
(kg/m2)

40 0,64 0,49 10,15
50 0,51 0,40 10,55
60 0,42 0,33 10,93
80 0,30 0,25 11,71

100 0,23 0,20 12,50
120 0,20 0,17 13,27
150 0,16 0,14 14,44

ACCIAIO/ACCIAIO  steel / steel  (mm 0,50 - 0,50) 

DOGATO
PROFILED

GOFFRATO
EMBOSSED

LISCIO
FLAT

MICRONERVATO
MICRO-RIBBED
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180 150

1150 - 965* mono

ACCIAIO/ACCIAIO steel / steel (mm 0,50 - 0,50)

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance  

 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio/acciaio  

panels weight 
steel/steel

Sp. 0,50 - 0,50 mm 
(kg/m2)

150 0,15 0,14 14,38
180 0,12 0,11 15,55

MONTAGGIO PER CONTROSOFFITTI / Horizontal Assembling

Spessore Pannello
Panel Thickness

mm 200 250 300 350 400 450 500 550 600 700 800 900
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

150 720 575 460 355 280 220 175 140 115 75 55
180 760 605 500 430 360 290 235 195 160 110 75 50

cm

1150

HIGH THICKNESS PANELS

POLAR

Pannello coibentato per pareti e soffitti, progettato per 
l’industria della refrigerazione e per ogni ambiente climatizzato. 
La precisione degli incastri in poliuretano a doppio labirinto 
garantisce la continuità dell’isolamento, per una eccezionale  
tenuta termica anche nelle basse temperature.

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo all’Allegato E della Norma UNI EN 14509. Carico di esercizio uniformemente distribuito sulla faccia 
esterna, gradiente termico ΔT =0, colori chiari e limite freccia normale 1/200. I dati riportati nelle tabelle sono da ritenersi indicativi, salvo errori od omissioni di stampa.
Per i dati aggiornati fare riferimento al sito web www.pluripanel.com. Resta a carico del progettista la verifica dei valori in funzione delle singole applicazioni. Per quanto
non specificato fare riferimento alle norme AIPPEG (www.aippeg.it)
 
The effective with support 100 mm. the calculation was made according to the annex E of the uni norm 14509. Uniform loads on the outer side, thermal gradient ∆T=0, clear 
colors and normal arrow 1/200. The specified values in this table to be considered as an indication exept error or print missing. For further update please visit our internet site 
www.pluripanel.com it’s up to the project manager to verify all the elements not specified for all the applications. You also must refer to AIPPEG standards (www.aippeg.it).

POLAR DL2
DISPONIBILE ANCHE CERTIFICATO EI

* larghezza speciale per trasporto su container. 
    special width for transport on containers.

DOGATO
PROFILED

LISCIO
FLAT
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240 220 200

1150 - 965* doppio

1150

POLAR DL4
DISPONIBILE ANCHE CERTIFICATO EI

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance

 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio/acciaio  

panels weight 
steel/steel 

Sp. 0,50 - 0,50 mm 
(kg/m2)

200 0,11 0,10 16,33
220 0,10 0,09 17,11
240 0,09 0,08 17,89

MONTAGGIO PER CONTROSOFFITTI / Horizontal Assembling

Spessore Pannello
Panel Thickness

mm 200 250 300 350 400 450 500 550 600 700 800 900
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

200 785 625 520 445 385 325 265 215 185 120 85 60

220 815 645 535 460 400 350 305 250 205 145 100 70

240 840 670 555 470 410 365 325 285 240 165 120 85

cm

ACCIAIO/ACCIAIO steel / steel (mm 0,50 - 0,50)

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo all’Allegato E della Norma UNI EN 14509. Carico di esercizio uniformemente distribuito sulla faccia 
esterna, gradiente termico ΔT =0, colori chiari e limite freccia normale 1/200. I dati riportati nelle tabelle sono da ritenersi indicativi, salvo errori od omissioni di stampa.
Per i dati aggiornati fare riferimento al sito web www.pluripanel.com. Resta a carico del progettista la verifica dei valori in funzione delle singole applicazioni. Per quanto
non specificato fare riferimento alle norme AIPPEG (www.aippeg.it)
 
The effective with support 100 mm. the calculation was made according to the annex E of the uni norm 14509. Uniform loads on the outer side, thermal gradient ∆T=0, clear 
colors and normal arrow 1/200. The specified values in this table to be considered as an indication exept error or print missing. For further update please visit our internet site 
www.pluripanel.com it’s up to the project manager to verify all the elements not specified for all the applications. You also must refer to AIPPEG standards (www.aippeg.it).

* larghezza speciale per trasporto su container. 
   special width for transport on containers.

Insulated panel for walls and ceiling, designed for the refrigeration 
industry and for any kind of controlled temperature rooms. 
The perfect seal in polyurethane with double labyrinth joints, 
guarantees a continuity of the insulation resulting in an excellent 
thermal resistance also for low temperature.
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1150 - 965*

CLEAN ROOMS

POLAR

Pannello particolarmente indicato per la realizzazione di ca-
mere climatiche perfettamente planari, grazie agli incastri ma-
schio/femmina a doppio innesto che garantiscono la regolarità 
e linearità del giunto.

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo all’Allegato E della Norma UNI EN 14509. Carico di esercizio uniformemente distribuito sulla faccia 
esterna, gradiente termico ΔT =0, colori chiari e limite freccia normale 1/200. I dati riportati nelle tabelle sono da ritenersi indicativi, salvo errori od omissioni di stampa.
Per i dati aggiornati fare riferimento al sito web www.pluripanel.com. Resta a carico del progettista la verifica dei valori in funzione delle singole applicazioni. Per quanto
non specificato fare riferimento alle norme AIPPEG (www.aippeg.it)
 
The effective with support 100 mm. the calculation was made according to the annex E of the uni norm 14509. Uniform loads on the outer side, thermal gradient ∆T=0, clear 
colors and normal arrow 1/200. The specified values in this table to be considered as an indication exept error or print missing. For further update please visit our internet site 
www.pluripanel.com it’s up to the project manager to verify all the elements not specified for all the applications. You also must refer to AIPPEG standards (www.aippeg.it).

POLAR SL
DISPONIBILE ANCHE CERTIFICATO EI
EI CERTIFICATE ON DEMAND

ACCIAIO/ACCIAIO steel / steel (mm 0,50 - 0,50)

MONTAGGIO PER CONTROSOFFITTI / Horizontal Assembling

Spessore Pannello
Panel Thickness

mm 200 250 300 350 400 450 500 550 600
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

50 195 125 80 55
80 370 280 185 130 100 70 55
100 490 350 270 190 140 110 80 65 55
120 590 445 350 250 200 150 120 95 80
150 720 575 445 345 270 215 170 140 110

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance 

 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance 

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio/acciaio  

panels weight 
steel/steel 

Sp. 0,50 - 0,50 mm 
(kg/m2)

50 0,43 0,40 10,48
80 0,28 0,25 11,65

100 0,22 0,20 12,43
120 0,18 0,17 13,21
150 0,15 0,14 14,38

* larghezza speciale per trasporto su container. 
   special width for transport on containers.

50120 100

1150 - 965*

80150

cm

DOGATO
PROFILED

LISCIO
FLAT

The characteristics of this panel are ideally suited for the reali-
zation of Clean Room, perfectly smooth. Thanks to the special 
male/female double joint feature, the regularity and linearity of 
the coupling is guaranteed.
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CAM LOCK VERSION
POLAR CL

CL è il prefezionamento del modello POLAR. CL is the improvment of POLAR range. 

COLD ROOMS

POLAR



17

Pannello per pareti e soffitti, rivestito con laminati di spessore standard 
da 2mm in Vetroresina  composti da fibra di vetro (750gr/mq) e resina 
poliestere. Finitura di Gel-Coat con alta stabilità UV idoneo al contatto ali-
mentare. Eccezionale resistenza all’umidità e alle muffe, elevata resistenza 
agli urti e ai graffi, facilmente riparabile. Prodotto particolarmente indicato 
nel settore ittico, caseario, negli ambienti per la panificazione e nei locali 
con forte concentrazione di agenti di decomposizione e corrosivi. Grazie 
al bordo preformato a 90° dei laminati, POLAR FIBER non richiede la 
sigillatura dei giunti dopo l’esecuzione del lavoro. POLAR FIBER è dispo-
nibile anche in bassi spessori adatto quindi per il rivestimento di pareti e 
soffitti esistenti.

Panel for wall and ceiling, covered with laminate of 2mm standard 
thickness in Fiberglass, composed by glass fiber (750 gr/m2) and polye-
ster resin. Gel-Coat finishing with high UV stability, suitable for food contact. 
The main features are:  exceptional resistance to humidity and mold,  high 
resistance to shocks and scratches and the panel is extremely easy to 
repair. This product is the perfect solution for the fishing industry, the dairy 
sector, the bread-making locals and in buildings with high concentration of 
corrosive agents. Thanks to the pre-shaped edge, POLAR FIBER doesn’t 
need the seal of joints after installation. POLAR FIBER is also available in 
low thickness and therefore suitable for already existing and ceiling co-
verage.

Pannello con carichi ammissibili che variano dai 1000 ai 6000 kg/m2,  
rifinito con superficie esterna antisdrucciolo, nato per la realizzazione di 
pavimenti modulari nell’industria della refrigerazione. L’alta portanza del 
POLAR FLOOR si ottiene tramite la schiumatura ad alta pressione di un la-
minato fenolico, ulteriormente rinforzato da supporti adeguati allo spessore 
del pannello integrati alla schiuma poliuretanica. Il piano di calpestio può 
essere realizzato con superfici metalliche che variano in base alle necessità 
di carico (pedonabile o carrellabile) e alla destinazione d’uso. 

Panel with permissible weight that varies between 1000 and 6000 Kg/
m2, with anti-slip external surface finishing. This panel is designed for the 
realization of modular floors in the cold room industry. The high flow of PO-
LAR FLOOR can be obtained by the high pressure injection of a phenolic 
laminate, which is reinforced by supports based on the panel’s thickness 
integrated to the polyurethane foam. The surface area can be realized with 
metal sheets that change based on the loading needs (Walk-in or Forklift 
suitable) and on the destination of use.

POLAR 
FLOOR

POLAR 
FIBER
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ROOF PANELS

PLURI COVER

1000

Pannello bimetallico con giunto “antipioggia”, specifico per coperture con pendenze non inferiori al 7%. Progettato per il set-
tore dell’edilizia civile e industriale, COVER CLASSIC viene prodotto con 5  greche di rinforzo che ne aumentano la portata. La 
vasta gamma di spessori e colori insieme alla semplicità di utilizzo, lo rendono un elemento versatile che consente di ottenere 
un ottimo isolamento termico e un’elevata resistenza meccanica a costi contenuti. COVER CLASSIC si presta particolarmente 
per l’installazione di impianti ad energia solare.

Bi-metal panel with waterproof joints, highly suitable for  roofs having a slope of at least 7%. This panel is designed to meet the 
requirement of residential, commercial and industrial construction. COVER CLASSIC is reinforced by 5 ribs which increase the 
capacity of it. The different kinds of thickness and colors available and the simplicity of use, make this panel an high versatile 
element that allows to obtain an optimal thermal insulation and an high mechanical resistance in a cost-effective way. COVER 
CLASSIC is the perfect solution for the installation of solar power implant.

I valori delle luci ammissibili riportati in tabella sono determinati con una prova sperimentale di carico 
che tiene conto delle seguenti condizioni limite: freccia in mezzeria non superiore ad 1/100 della 
luce libera. Inoltre si impone che la tensione sulla lamiera compressa non ne determini il distacco 
dal poliuretano per perdita di forma. I valori della trasmittanza fanno riferimento a una temperatura 
ambientale oscillante tra i 10°C e i 50°C.

The spans shown in the tables are determined by laboratory load tests with the  following limiting 
conditions: 1.Vertical deflection at midpoint not exceeding 1/100 of span length. 2.The compres-
sive stress on the metal skin must not cause separation of the polyurethane due to deformation.
The transmittance values are referred to an ambient temperature ranging from 10°C to 50°C.

COVER 
CLASSIC

3040506080100120150*

1000

20

ACCIAIO/ACCIAIO steel / steel (mm 0,40 - 0,40)

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal 

transmittance 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal 

transmittance   
(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio/acciaio  

panels weight 
steel/steel

Sp. 0,40 - 0,40 mm 
(kg/m2)

20 0,95 0,84 8,27
30 0,68 0,60 8,65
40 0,52 0,47 9,03
50 0,43 0,38 9,41
60 0,36 0,32 9,79
80 0,27 0,25 10,55
100 0,22 0,20 11,33
120 0,18 0,17 12,07
150 0,15 0,14 13,21

Spessore Pannello
Panel Thickness

mm 150 200 250 300 350 400 450 500 550 600 650
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

20 150 110 70
30 215 140 95 60
40 260 175 125 85 55
50 300 210 150 110 75 50
60 345 245 180 135 95 65 50
80 430 315 240 185 140 100 75 55
100 515 390 305 240 190 155 105 80 65 50
120 605 465 365 290 230 180 140 115 85 70 55
150 735 585 460 370 300 245 195 155 125 100 75

cm

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo all’Allegato E della Norma UNI EN 14509. Carico di esercizio uniformemente 
distribuito sulla faccia esterna, gradiente termico ΔT =0, colori chiari e limite freccia normale 1/200. I dati riportati nelle tabelle sono da ritenersi indicativi, 
salvo errori od omissioni di stampa. Per i dati aggiornati fare riferimento al sito web www.pluripanel.com. Resta a carico del progettista la verifica dei valori 
in funzione delle singole applicazioni. Per quanto non specificato fare riferimento alle norme AIPPEG (www.aippeg.it).

The effective with support 100 mm. the calculation was made according to the annex E of the uni norm 14509. Uniform loads on 
the outer side, thermal gradient ∆T=0, clear colors and normal arrow 1/200. The specified values in this table to be considered as 
an indication exept error or print missing. For further update please visit our internet site www.pluripanel.com it’s up to the project 
manager to verify all the elements not specified for all the applications. You also must refer to AIPPEG standards (www.aippeg.it).

DOGATO
PROFILED

LISCIO
FLAT
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ACCIAIO/ACCIAIO steel / steel (mm 0,50 - 0,40)

Spessore Pannello
Panel Thickness

mm 150 200 250 300 350 400 450 500 550 600
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

20 160 115 90 50
30 210 155 120 70
40 270 205 145 95 70
50 335 245 180 125 85 65
60 395 290 210 155 105 75 55
80 495 365 280 215 155 115 85 65 50

100 590 445 350 280 210 155 115 90 70 55
120 680 530 420 340 265 200 155 125 95 75
150 825 635 505 420 350 275 215 170 140 110

cm spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance 

(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance

(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio/acciaio  

panels weight 
steel/steel

Sp. 0,50 - 0 ,40 mm 
(kg/m2)

20 0,95 0,84 9,25
30 0,68 0,60 9,63
40 0,52 0,47 10,01
50 0,43 0,38 10,39
60 0,36 0,32 10,77
80 0,27 0,25 11,53
100 0,22 0,20 12,29
120 0,18 0,17 13,05
150 0,15 0,14 14,19

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance 

  
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance 

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio/acciaio  

panels weight 
steel/steel

Sp. 0,60 - 0,50 mm 
(kg/m2)

20 0,95 0,84 11,07
30 0,68 0,60 11,45
40 0,52 0,47 11,83
50 0,43 0,38 12,21
60 0,36 0,32 12,59
80 0,27 0,25 13,35
100 0,22 0,20 14,11
120 0,18 0,17 14,87
150 0,15 0,14 16,01

ACCIAIO/ACCIAIO steel / steel (mm 0,60 - 0,50)

Spessore Pannello
Panel Thickness

mm 150 200 250 300 350 400 450 500 550 600
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

20 160 115 85 55
30 210 155 120 80 50
40 270 200 155 110 75 50
50 330 245 195 140 95 65 50
60 390 290 230 170 120 85 65
80 515 380 300 240 175 130 95 75 55

100 635 470 375 310 230 175 135 105 80 65
120 740 565 450 370 290 225 175 140 110 90
150 850 635 505 415 355 300 240 190 155 125

cm

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance 

 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance 

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
alluminio/acciaio  
panels weight 
aluminium/steel  
Sp. 0,60 - 0,40 mm 

(kg/m2)

20 0,95 0,84 6,37
30 0,68 0,60 6,75
40 0,53 0,47 7,13
50 0,43 0,38 7,51
60 0,36 0,32 7,89
80 0,28 0,25 8,65
100 0,22 0,20 9,41
120 0,19 0,17 10,17
150 0,15 0,14 11,31

ALLUMINIO/ACCIAIO aluminium / steel (mm 0,60 - 0,40)

Spessore Pannello
Panel Thickness

mm 150 200 250 300 350 400 450 500 550 600
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

20 135 100 75 50
30 190 145 105 70 50
40 245 180 140 95 65
50 310 225 175 125 85 65
60 355 270 210 150 105 80 60
80 470 345 280 210 155 115 85 65 55
100 575 430 340 270 200 155 120 95 75 60
120 650 485 385 320 255 205 150 120 100 75
150 690 510 405 335 285 250 205 170 140 110

cm

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo all’Allegato E della Norma UNI EN 14509. Carico di esercizio uniformemente 
distribuito sulla faccia esterna, gradiente termico ΔT =0, colori chiari e limite freccia normale 1/200. I dati riportati nelle tabelle sono da ritenersi indicativi, 
salvo errori od omissioni di stampa. Per i dati aggiornati fare riferimento al sito web www.pluripanel.com. Resta a carico del progettista la verifica dei valori 
in funzione delle singole applicazioni. Per quanto non specificato fare riferimento alle norme AIPPEG (www.aippeg.it)
 

The effective with support 100 mm. the calculation was made according to the annex E of the uni norm 14509. Uniform loads on 
the outer side, thermal gradient ∆T=0, clear colors and normal arrow 1/200. The specified values in this table to be considered as 
an indication exept error or print missing. For further update please visit our internet site www.pluripanel.com it’s up to the project 
manager to verify all the elements not specified for all the applications. You also must refer to AIPPEG standards (www.aippeg.it).
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ROOF PANELS

PLURI COVER

Pannello con supporto esterno in acciaio e interno in alluminio 
centesimale, funzionale ed economicamente vantaggioso, idoneo per 
le coperture con appoggio continuo.

Panel with external steel support and internal aluminium foil support. 
Functional and extremely cost-effective, suitable for roof covering with 
a continuous support.

COVER 
GREY

3040506080100120150*

1000

20* 10*

ACCIAIO steel

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance 

 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio  

panels weight 
steel 

Sp. 0,50 mm 
(kg/m2)

10 1,54 1,39 5,78
20 0,93 0,84 6,16
30 0,66 0,60 6,54
40 0,52 0,47 6,92
50 0,42 0,38 7,30
60 0,36 0,32 7,68
80 0,27 0,25 8,44
100 0,22 0,20 9,20
120 0,18 0,17 9,96
150 0,15 0,14 11,10

Spessore Pannello
Panel Thickness

mm 150 175 200 225 250 275 300
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

0,5 145 110 80 60 50
0,6 195 140 100 65 55
0,7 270 175 105 75 60 50
0,8 310 195 130 85 65 55 50

cm

* spessore disponibile su specifica richiesta.
  available on request.

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo 
all’Allegato E della Norma UNI EN 14509. Carico di esercizio uniformemente 
distribuito sulla faccia esterna, gradiente termico ΔT =0, colori chiari e limite 
freccia normale 1/200. I dati riportati nelle tabelle sono da ritenersi indicativi, 
salvo errori od omissioni di stampa. Per i dati aggiornati fare riferimento al sito 
web www.pluripanel.com. Resta a carico del progettista la verifica dei valori in 
funzione delle singole applicazioni. Per quanto non specificato fare riferimento 
alle norme AIPPEG (www.aippeg.it)
 

The effective with support 100 mm. the calculation was made according to 
the annex E of the uni norm 14509. Uniform loads on the outer side, thermal 
gradient ∆T=0, clear colors and normal arrow 1/200. The specified values in 
this table to be considered as an indication exept error or print missing. For 
further update please visit our internet site www.pluripanel.com it’s up to the 
project manager to verify all the elements not specified for all the applications. 
You also must refer to AIPPEG standards (www.aippeg.it).

CARTONFELTRO
BITOMINOUS FELT

ALLUMINIO CENT
ALUMINIUM FOIL
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1000

Spessore Pannello
Panel Thickness

mm 100 125 150 175 200 225 250
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

0,6 282 177 120 74 50

0,7 323 207 139 88 59

0,8 370 236 159 100 67

ALLUMINIO 

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance 

 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance 

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
alluminio

panels weight 
aluminium

Sp. 0,60 mm 
(kg/m2)

10 1,56 1,39 2,90
20 0,94 0,84 3,28
30 0,67 0,60 3,66
40 0,52 0,47 4,04
50 0,42 0,38 4,42
60 0,36 0,32 4,80
80 0,27 0,25 5,56
100 0,22 0,20 6,32
120 0,19 0,17 7,08
150 0,15 0,14 8,22

cm

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo 
all’Allegato E della Norma UNI EN 14509. Carico di esercizio uniformemente 
distribuito sulla faccia esterna, gradiente termico ΔT =0, colori chiari e limite 
freccia normale 1/200. I dati riportati nelle tabelle sono da ritenersi indicativi, 
salvo errori od omissioni di stampa. Per i dati aggiornati fare riferimento al sito 
web www.pluripanel.com. Resta a carico del progettista la verifica dei valori in 
funzione delle singole applicazioni. Per quanto non specificato fare riferimento 
alle norme AIPPEG (www.aippeg.it)
 

The effective with support 100 mm. the calculation was made according to 
the annex E of the uni norm 14509. Uniform loads on the outer side, thermal 
gradient ∆T=0, clear colors and normal arrow 1/200. The specified values in 
this table to be considered as an indication exept error or print missing. For 
further update please visit our internet site www.pluripanel.com it’s up to the 
project manager to verify all the elements not specified for all the applications. 
You also must refer to AIPPEG standards (www.aippeg.it).
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ROOF PANELS

PLURI COVER

Pannello con supporto esterno in acciaio ed interno in Vetroresina. 
Progettato per la realizzazione di coperture nel settore zootecnico, 
grazie alla superficie interna resistente agli acidi organici e 
inattaccabile da microrganismi e batteri. Particolarmente resistente 
inoltre ai prodotti chimici utilizzati per la pulizia e l’igiene.

Panel with external support in steel and internal in Fiberglass. This 
panel is ideal for the construction of roofs for livestock buildings, and 
thanks to the Fiberglass internal laminate it is resistant to the organic 
acids and it is micro-organisms/bacteria proof. Furthermore, COVER 
WHITE is highly resistant to the chemical products commonly used to 
clean and sanitize livestock environments.

ACCIAIO steel

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance 

 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio  

panels weight 
steel 

Sp. 0,50 mm 
(kg/m2)

20 0,93 0,84 6,61
30 0,66 0,60 6,99
40 0,52 0,47 7,38
50 0,42 0,38 7,76
60 0,36 0,32 8,14
80 0,27 0,25 8,90
100 0,22 0,20 9,65
120 0,18 0,17 10,41
150 0,15 0,14 11,55

Spessore Pannello
Panel Thickness

mm 150 175 200 225 250 275 300
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

0,5 145 110 80 60 50
0,6 195 140 100 65 55
0,7 270 175 105 75 60 50
0,8 310 195 130 85 65 55 50

cm

3040506080100120150

1000

20

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo 
all’Allegato E della Norma UNI EN 14509. Carico di esercizio uniformemente 
distribuito sulla faccia esterna, gradiente termico ΔT =0, colori chiari e limite 
freccia normale 1/200. I dati riportati nelle tabelle sono da ritenersi indicativi, 
salvo errori od omissioni di stampa. Per i dati aggiornati fare riferimento al sito 
web www.pluripanel.com. Resta a carico del progettista la verifica dei valori in 
funzione delle singole applicazioni. Per quanto non specificato fare riferimento 
alle norme AIPPEG (www.aippeg.it)
 

The effective with support 100 mm. the calculation was made according to 
the annex E of the uni norm 14509. Uniform loads on the outer side, thermal 
gradient ∆T=0, clear colors and normal arrow 1/200. The specified values in 
this table to be considered as an indication exept error or print missing. For 
further update please visit our internet site www.pluripanel.com it’s up to the 
project manager to verify all the elements not specified for all the applications. 
You also must refer to AIPPEG standards (www.aippeg.it).

COVER 
WHITE
VETRORESINA
FIBERGLASS
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1000

Spessore Pannello
Panel Thickness

mm
100 125 150 175 200 225 250

Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

0,6 282 177 120 74 50

0,7 323 207 139 88 59

0,8 370 236 159 100 67

ALLUMINIO aluminium

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance

 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
alluminio  

panels weight 
aluminium  
Sp. 0,60 mm 

(kg/m2)

20 0,94 0,84 3,73
30 0,67 0,60 4,11
40 0,52 0,47 4,50
50 0,42 0,38 4,88
60 0,36 0,32 5,26
80 0,27 0,25 6,02
100 0,22 0,20 6,78
120 0,19 0,17 7,54
150 0,15 0,14 8,68

cm

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo 
all’Allegato E della Norma UNI EN 14509. Carico di esercizio uniformemente 
distribuito sulla faccia esterna, gradiente termico ΔT =0, colori chiari e limite 
freccia normale 1/200. I dati riportati nelle tabelle sono da ritenersi indicativi, 
salvo errori od omissioni di stampa. Per i dati aggiornati fare riferimento al sito 
web www.pluripanel.com. Resta a carico del progettista la verifica dei valori in 
funzione delle singole applicazioni. Per quanto non specificato fare riferimento 
alle norme AIPPEG (www.aippeg.it)
 

The effective with support 100 mm. the calculation was made according to 
the annex E of the uni norm 14509. Uniform loads on the outer side, thermal 
gradient ∆T=0, clear colors and normal arrow 1/200. The specified values in 
this table to be considered as an indication exept error or print missing. For 
further update please visit our internet site www.pluripanel.com it’s up to the 
project manager to verify all the elements not specified for all the applications. 
You also must refer to AIPPEG standards (www.aippeg.it).
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ROOF PANELS

PLURI COVER

Pannello con supporto interno in acciaio ed esterno in cartonfeltro 
bitumato. Progettato per l’applicazione su copertura a falda piana o 
con inclinazione inferiore al 7%. Perfetto per essere impermeabiliz-
zato in opera.

Panel with internal steel support and external bituminous felt support. 
Created for the application on flat roofs or with a slope of less than 
7%. Particularly designed to be waterproofed on site.

1000

ACCIAIO steel

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance

 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio  

panels weight 
steel 

Sp. 0,50 
(kg/m2)

10 1,78 1,44 5,88
20 1,09 0,94 6,26
30 0,78 0,70 6,63
40 0,61 0,55 7,02
50 0,50 0,46 7,39
60 0,42 0,39 7,77
80 0,31 0,30 8,53
100 0,25 0,25 9,29
120 0,20 0,21 10,05
150 0,16 0,17 11,19

Spessore Pannello
Panel Thickness

mm 150 175 200 225 250 275
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

0,5 190 145 100 70 50
0,6 230 185 135 100 65
0,7 280 195 145 110 70 50
0,8 315 235 170 125 80 55

cm

* spessore disponibile su specifica richiesta.
   thickness available on demand.

3040506080100120150*

1000

20 10

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo 
all’Allegato E della Norma UNI EN 14509. Carico di esercizio uniformemente 
distribuito sulla faccia esterna, gradiente termico ΔT =0, colori chiari e limite 
freccia normale 1/200. I dati riportati nelle tabelle sono da ritenersi indicativi, 
salvo errori od omissioni di stampa. Per i dati aggiornati fare riferimento al sito 
web www.pluripanel.com. Resta a carico del progettista la verifica dei valori in 
funzione delle singole applicazioni. Per quanto non specificato fare riferimento 
alle norme AIPPEG (www.aippeg.it)
 

The effective with support 100 mm. the calculation was made according to 
the annex E of the uni norm 14509. Uniform loads on the outer side, thermal 
gradient ∆T=0, clear colors and normal arrow 1/200. The specified values in 
this table to be considered as an indication exept error or print missing. For 
further update please visit our internet site www.pluripanel.com it’s up to the 
project manager to verify all the elements not specified for all the applications. 
You also must refer to AIPPEG standards (www.aippeg.it).

COVER 
BLACK
CARTONFELTRO
BITOMINOUS FELT



25

Pannello bimetallico con giunto “antipioggia”, progettato in particolare 
per l’edilizia civile.       
PLURI TILE viene prodotto con l’aspetto esterno a forma di coppo, 
con finiture e colori che ne fanno una valida alternativa alla copertura 
tradizionale in laterizio, soddisfacendo sia l’aspetto estetico che le 
esigenze di risparmio energetico.

Bi-metal panel with waterproof joints, specifically designed to meet 
the requirements of residential constructions. PLURI TILE is realized 
with a tile-profiled external sheet, with special features and colours, 
so it provides a valid alternative to the traditional roofing tiles. The 
solution saves you energy while satisfying the aesthetic appearance.

COVER 
TILE

1000

40506080

1000

ACCIAIO/ACCIAIO steel / steel (mm 0,50 - 0,40)

Spessore Pannello
Panel Thickness

mm 150 200 250 300 350 400 450 500 550
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

40 245 180 145 80 50
50 305 210 160 95 60 40
60 370 250 190 120 80 50
80 430 300 220 155 105 75 50

cm

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio/acciaio  

panels weight
steel/steel

Sp. 0,50 - 0,40 mm 
(kg/m2)

40 0,36 10,45
50 0,32 10,83
60 0,28 11,21
80 0,22 11,96

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo 
all’Allegato E della Norma UNI EN 14509. Carico di esercizio uniformemente 
distribuito sulla faccia esterna, gradiente termico ΔT =0, colori chiari e limite 
freccia normale 1/200. I dati riportati nelle tabelle sono da ritenersi indicativi, 
salvo errori od omissioni di stampa. Per i dati aggiornati fare riferimento al sito 
web www.pluripanel.com. Resta a carico del progettista la verifica dei valori in 
funzione delle singole applicazioni. Per quanto non specificato fare riferimento 
alle norme AIPPEG (www.aippeg.it)
 

The effective with support 100 mm. the calculation was made according to 
the annex E of the uni norm 14509. Uniform loads on the outer side, thermal 
gradient ∆T=0, clear colors and normal arrow 1/200. The specified values in 
this table to be considered as an indication exept error or print missing. For 
further update please visit our internet site www.pluripanel.com it’s up to the 
project manager to verify all the elements not specified for all the applications. 
You also must refer to AIPPEG standards (www.aippeg.it).

supporto interno  LISCIO
interior FLAT

supporto interno  DOGATO
interior  PROFILED
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1000

ROOF PANELS

PLURI COVER

Pannello bimetallico con giunto “antipioggia”, ideale per realizzare cop-
erture e pareti funzionali ed esteticamente pregevoli, senza rinunciare a 
resistenza ed isolamento termico.

Bi-metal panel with waterproof joints, created for the realization of walls 
and roofs with an high functionality and aesthetic appearance while 
keeping elevated resistance and thermal insulation. 

40506080

1000

ACCIAIO/ACCIAIO  steel / steel (mm 0,50 - 0,40)

Spessore Pannello
Panel Thickness

mm 150 200 250 300 350 400 450 500 550
Carichi uniformemente distribuiti kg/m2 - Uniformly distribuited loads kg/m2 

40 305 225 180 135 95 65
50 365 270 215 160 115 85 60
60 430 320 250 190 130 90 65 50
80 550 410 320 245 180 135 105 70 55

spessore  
pannello 

panel  
thickness 

 
mm

trasmittanza termica 
thermal transmittance 

 
(U) W/m2K 

EN 14509

trasmittanza termica 
thermal transmittance

 
(K) W/m2K 

EN ISO 6946

peso pannelli  
acciaio  

panels weight 
steel 

Sp. 0,50 mm 
(kg/m2)

40 0,49 0,36 10,40
50 0,41 0,32 10,80
60 0,35 0,28 11,20
80 0,27 0,22 11,90

cm

Larghezza efficace dell’appoggio 100 mm. Calcolo eseguito in accordo all’Allegato 
E della Norma UNI EN 14509. Carico di esercizio uniformemente distribuito sulla 
faccia esterna, gradiente termico ΔT =0, colori chiari e limite freccia normale 
1/200. I dati riportati nelle tabelle sono da ritenersi indicativi, salvo errori od omis-
sioni di stampa. Per i dati aggiornati fare riferimento al sito web www.pluripanel.
com. Resta a carico del progettista la verifica dei valori in funzione delle singole 
applicazioni. Per quanto non specificato fare riferimento alle norme AIPPEG (www.
aippeg.it)
 

The effective with support 100 mm. the calculation was made according to the 
annex E of the uni norm 14509. Uniform loads on the outer side, thermal gradient 
∆T=0, clear colors and normal arrow 1/200. The specified values in this table to be 
considered as an indication exept error or print missing. For further update please 
visit our internet site www.pluripanel.com it’s up to the project manager to verify all 
the elements not specified for all the applications. You also must refer to AIPPEG 
standards (www.aippeg.it).

COVER  
MOVE

LISCIO
FLAT

DOGATO
PROFILED



Questa tabella riepiloga le colorazioni standard, semistandard e fuori standard disponibili per 
i pannelli PLURIPANEL. La colorazione stampata a catalogo è puramente indicativa, fare 
riferimento sempre alle colorazioni a tinte RAL standard. Colori specifici su indicazione del 
cliente sono disponibili previo accordo su quantitativi minimi. Per altri sistemi di verniciatura 
richiedere quotazioni e tempi di consegna al nostro ufficio commerciale.

simil RAL 7035

simil RAL 3009

simil RAL 5010

simil RAL 9010

simil RAL 6005 simil RAL 7016

simil RAL 9002

simil RAL 8014

simil RAL 9006

simil RAL 8004ANTICATO - VIEILLI

This table summarises the standard, semi-standard and non-standard colours in which the 
PLURIPANEL panels are available. The colours shown in the catalogue are for illustrative 
purposes only; always refer to the standard RAL chart for the exact shades. Other colours 
are available on request of the client, subject to an agreed minimum quantity. For other 
types of finishes please request a price quotation and delivery terms from our sales office.
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SLIDING DOORS

DOORS

Porte scorrevoli adatte a qualsiasi tipo di cella: per temperatura normale (0°C) e bassa temperatura (-40°C) atmosfera controllata. Sistemi di 
scorrimento superiore e posteriore in alluminio anodizzato, accessori in materiali inossidabili, guarnizioni di tenuta in gomma montate lungo tutto il 
perimetro dell’anta. Resistenza riscaldante a 220V. nella versione per bassa temperatura oppure con soglia diatermica a bagno olio. Nuovo telaio 
in PVC ad angoli stondati, a norme sanitarie CE, studiato, progettato e realizzato in funzione di una più elevata qualità di prodotto e di una costante 
ricerca di competività. Il sistema è costituito da una parte esterna fissa e da un’altra interna componibile ad incastro, attraverso le quali interponendo 
variemsezioni, ci si adatta di volta in volta alla parete. Questo metodo offre notevoli vantaggi in termini di tempo, rendendo estremamente semplici e 
veloci le fasi di montaggio in cantiere.

DOORS

SLIDING
DOORS

Il range dei prodotti Pluripanel include una vasta gamma di porte frigo-
rifere scorrevoli, porte a tampone, porte va e vieni, porte con passaggio 
guidovia, porte scorrevoli automatiche, porte tipo ufficio semi isolanti 
e tende a strisce in PVC. Tutte le porte frigorifere sono dotate di te-
laio adattabile a qualsiasi tipo di pannello e costruzione in muratura.
Tutti i materiali che compongono i prodotti sono adatti al contatto con 
gli alimenti, poiché tutte le porte sono state espressamente concepite 
per l’utilizzo nell’industria della lavorazione della carne, nell’industria ca-
searia e nell’industria della lavorazione del pesce. Oltre naturalmente al 
loro utilizzo in magazzini frigoriferi, supermercati, ipermercati, stazioni di 
servizio carburante, ristoranti etc. 

The Pluripanel product range includes a wide range of sliding refrigerator 
doors, doors with buffer, swing doors, doors with rail passage, automatic 
sliding doors, semi-insulating office type doors and PVC strip curtains. All 
the refrigerator doors feature a frame adaptable to any type of panel and 
masonry construction. All the materials that compose the products are 
suitable for contact with food as all the doors are specifically designed 
for use in the meat processing industry, dairy industry and fish process-
ing industry. In addition, of course, to their use in cold rooms, supermar-
kets, hypermarkets, fuel service stations, restaurants, etc.
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Sliding doors suitable for any type of room: for normal tem-
perature (0°C) and low temperature (-40°C) with modified 
atmosphere. 

Front and back sliding systems made of anodised aluminium, 
accessories made of stainless materials, rubber sealing gaskets 
mounted all along the perimeter of the leaf. 220V heating ele-
ment in the version for low temperature or with diathermic level 
with oil bath. 

New PVC frame with rounded corners, compliant with EC health 
standards, studied, designed and created to be a higher quality 
product that is always seeking to be competitive. 

The system consists of an external fixed part and an internal 
modular part with a joint, through which various sections are 
fitted and adapted to the wall. 

This method offers significant advantages in terms of time, mak-
ing assembly at the site extremely simple and quick.
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HINGED DOORS

DOORS

Doors with hinges for rooms with normal temperature and low tempera-
ture. Hinges with ramp and (with or without lock) completely stainless 
closure. Sealing gaskets made of rubber, mounted along the perimeter 
of the leaf. 220V heating element in the version for low temperature. 
Leaves available in fibreglass, pre-painted sheet metal and stainless 
steel. New PVC frame with rounded corners.

Porte su cerniere per celle a temperatura normale e bassa temperatura.
Cerniere a rampa e chiusura (con o senza serratura) completamente 
inossidabili. Guarnizioni di tenuta in gomma, montate lungo tutto il peri-
metro dell’anta. Resistenza riscaldante a 220V nella versione per bassa 
temperatura. Ante disponibili in vetroresina, lamiera preverniciate e ac-
ciaio inox. Nuovo telaio in PVC ad angoli stondati.

HINGED
DOORS
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SWING DOORS

Swing doors with one or two leaves with porthole and block at 
90°. The semi-insulating swing door is available with one or two 
leaves with a modular frame made of anodised aluminium or 
PVC, 40 mm monolithic leaf coated with galvanised and plastic-
coated steel, featuring a border made of anodised aluminium 
and insulated with injection of highdensity polyurethane foam. 

It is equipped with composite plastic hinges with opening pos-
sible from both directions; also features an oval porthole made 
of Lexan. 

The ideal application is in the division of spaces with heavy traf-
fic of people and carts such as kitchens, processing facilities, 
food, pharmaceutical and industrial companies. Various types of 
protection of the door leaves are available on request.

Porte va e vieni ad una o due ante con oblò e blocco a 90°.
La porta semisolante Va e Vieni è disponibile ad una o due 
ante con telaio modulare in alluminio anodizzato o PVC, anta 
monolitica di spessore 40 mm. rivestita in acciaio zincato e 
plastificato, bordata in alluminio anodizzato ed isolata con in-
iezione di poliuretano espanso ad alta densità. 

È dotata di cerniere in materiale plastico composito con aper-
tura in entrambe le direzioni; inoltre ha un oblò ovale in lexan. 

L’applicazione ideale risulta nella divisione di ambienti con pas-
saggio intenso di persone e carrelli come cucine, sale di lavora-
zione ambienti alimentari, farmaceutici ed industriali. Sono 
disponibili su richiesta varie tipologie di protezione delle ante.

SWING
DOORS



COLD ROOM / CLEAN ROOM

ACCESSOIRES



PROTECTIONS
construction industry

PROTECTION



PLURIPANEL srl
Loc. Borgo Santa Rita 30
58044 - Cinigiano - GR - ITALY

Tel. +39 0564 9031
Fax. +39 0564 902041 - 903227

info@pluripanel.com
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